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Model 650/660
Illustrated Installation

Instructions
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*When reordering the part please indicate the SIZE and/or FINISH
**Based on your selection

Model 650
Illustrated Parts Breakdown (IPB)

NO. QTY. PART# PART DESCRIPTION

16 6 FAST-1440 Screw Anchor

17 2 FAST-1215PL #6 x 1/4” “B” Point Screw

18 3 FAST-1260PL #8 x 2-1/2” FH SMS Screw

19 9 FAST-1250* #8 x 1-1/2” FH SMS Screw

20 2 HARD-1490 Magnetic Jamb Seal

21 6 FAST-1330ZI #8 x 5/16” PH SMS Screw

6 FH Screw - #660 (not shown)

22 1 VINY-1020 1/8”- 5/32” Door Vinyl

23 1 Framed Door

NO. QTY. PART # PART DESCRIPTION

1 1 ALUM-7310* Adjustable Pivot Jamb

ALUM-7315* Adjustable Pivot Jamb - #660 (not shown)

2 2 HARD-1035 Adjustable Pivot Jamb Bracket

HARD-2060 Adjustable Pivot Jamb Bracket - #660  
(not shown)

3 1 ALUM-7066SC Fixed Jamb with Magnetic Jamb Seal

4 1 ALUM-7085* Pivot Strike Rail

5 2 ALUM-7095* Door Top/Bottom Rail

6 1 ALUM-7090* Door Side Rail

7 1 ALUM-7110* Dam Strip

8 1 HOU-7000xx-00450 Outside Handle

9 1 HIS-7000xx-00450 Inside Handle (with holes)

10 1 ALUM-7046* Drip Rail

11 1 VINY-1095CL Drip Rail Gasket

12 2** HARD-1100 Pivot Bushing (Top and Bottom) (650 only)

1** HARD-1100 & 1095 Pivot Bushing (Bottom) - #660 (not shown)

13 2 HARD-1545 Pivot Pin

14 2 HARD-1595 Spanner Washer

15 2 FAST-1075PL Kep Nut
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Tool Check List (not included):

•	 Phillips screwdriver	

•	 Level

•	 Electric drill

•	 1/8” drill bit (for fiberglass stall)

•	 3/16” masonry drill bit (for tile stall)

•	 7/64” drill bit

•	 7/16” open end wrench

•	 Pliers

•	 Pencil

•	 Scissors

•	 Miter box & hacksaw with 32 tooth blade

•	 Caulking gun and clear tub/tile silicone

•	 Tape measure

•	 Safety glasses and safety gloves

Congratulations on purchasing your new Cw® shower 
enclosure. Now that you have opened the package, 
we want you to verify that you have all the necessary 
hardware supplied with your enclosure.

Please read and understand these instructions in their 
entirety prior to assembly, installation and operation.

Before beginning assembly of the product, make sure 
all parts are present. Compare parts with the parts list. 
If any parts are missing or damaged, do not attempt to 
assemble the product. Contact our Customer Service 
department with any questions or concerns you may 
have about this product at 661.257.1177.

DO NOT use a razor blade to cut open the paper 
wrapping as you may scratch the contents. 

DO NOT REMOVE your old shower door until you 
check that your new shower door kit is the right size 
for your shower and that all the proper parts are in 
the box or hardware bag. Refer to Step 1.

CAUTION: Do NOT cut tempered glass or allow 
the corners of the panels to strike the tub/tile, 
each other, any hard surface, wall or floor, as these 
actions may cause damage and the tempered glass 
will shatter. Using safety glasses and safety gloves 
is highly recommended.

Step 1 	 Preparing Your Opening
A. Before you remove the existing enclosure and 
all its parts, check that your newly purchased 
enclosure is the correct size (See Figure 1). 

1. Measure the finished opening width at top 
(a) and bottom (b). Your new shower enclosure 
should have a width equal to or greater than 
the largest measured width of your opening.

2. Measure the finished opening height from 
the shower curb (c) to the top of your shower 
surround/tile (d). The height of your shower 
enclosure should not exceed the top of your 
shower surround/tile.

Figure 1

B. After determining that your newly purchased 
enclosure is the correct size, remove the existing 
enclosure and all its parts.

C. Remove all screw anchors from the wall. 

D. Clean silicone sealant or caulking and any 
other contaminants from shower and wall 
surfaces. Fill any remaining holes with silicone 
for waterproofing.

Note: Unless otherwise stated, views and directions 
given in these instructions – left, right, front, back, 
etc. – are from outside the enclosure, facing the 
shower.
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Figure 3

Adjustable Pivot 
Jamb Bracket (#2)

Pivot 
Bushing

(Bottom) #12)

Adjustable 
Pivot Jamb Bracket (#2)

Figure 3a

Model 650 Pivot Jamb (#1)

Model 660 Pivot Jamb (#1)

Step 2 	 Installing the Adjustable  
	 Pivot Jamb
Note: If your shower enclosure has a curve in the 
corners at the side walls, be sure to measure the 
distance from wall-to-wall ABOVE the curves.

A. Using the tape measure, find the center of the 
shower curb. Make a mark where the center is on 
both ends of the curb (See Figure 2).

Shower CurbCurb Centerline

Figure 2

Curb Centerline

B. Locate the Adjustable Pivot Jamb, the  
Adjustable Pivot Jamb Brackets and six #8 x 5/16” 
PH SMS Screws. 

C. Secure the  Adjustable Pivot Jamb Brackets to 
the Adjustable Pivot Jamb with the #8 x 5/16” PH 
SMS Screws. Tighten the bottom three screws 
completely. Tighten the top three screws only 
half way.

D. Locate the Pivot Bushing (Bottom) and press it 
into the Adjustable Pivot Jamb Bracket (Bottom) 
plate hole (See Figure 3 for Model 650, Figure 3a for 
Model 660).
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Step 3 	 Installing the Fixed Jamb

A. Locate the Fixed Jamb with Magnetic Jamb 
Seal and three #8 x 1-1/2”  FH SMS Screws.

B. Place the Fixed Jamb at the centerline mark 
on the shower curb opposite the Adjustable Pivot 
Jamb as shown in Figure 4. Use the Level to align 
the Fixed Jamb straight up and down. Use the 
Pencil tip in each of the holes in the Fixed Jamb to 
mark the wall. Set the Fixed Jamb aside. 

C. Using either a 1/8” Drill Bit (for a fiberglass 
enclosure) or a 3/16” Masonry Drill Bit (for tile/
marble) drill holes where you made the pencil 
marks. If installing on a tile/marble enclosure, 
gently tap a Screw Anchor into each hole. DO NOT 
use the Screw Anchors for a fiberglass enclosure.

D. Position the Fixed Jamb and use three #8 x 
1-1/2”  FH SMS Screws to secure the Fixed Jamb 
to the wall.

Figure 4
Level the Adjustable Pivot Jamb

Level the
Fixed Jamb Step 4 	 Installing the Pivot Pin Assemblies

A. Locate the Pivot Pins, Spanner Washers, Kep 
Nuts and Pivot Bushing.

B. Loosely assemble 
the two Pivot 
Assemblies, referring 
to the IPB Drawing 
to identify the parts: 
Pivot Pin, Spanner 
Washer and Kep Nut 
(See Figure 5). Place 
the square head of 
a Pivot Pin into each 
pivot slot of the Door 
Top and Bottom Rails 
on the Door Panel. 
Slide the Pivot Pin 
toward the narrow 
end of the Pivot Slot 
in the Door Top and 
Bottom Rails and 
hand tighten.
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Figure 5
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E. Align the center of the Pivot Bushing (Bottom) 
with the mark on the shower curb. Use a Level 
against the Adjustable Pivot Jamb to align it 
straight up and down (See Figure 4). Using a pencil, 
mark the wall through each of the three holes in 
the side of the Adjustable Pivot Jamb. Remove the 
Adjustable Pivot Jamb.

F. Using either a 1/8” Drill Bit (for a fiberglass 
enclosure) or a 3/16” Masonry Drill Bit (for tile/
marble), drill holes where you made the marks. 
If installing on a tile/marble enclosure, gently tap 
a Screw Anchor into each hole. DO NOT use the 
Screw Anchors for a fiberglass enclosure. 

G. Position the Adjustable Pivot Jamb and use 
three #8 x 2-1/2” FH SMS Screws to secure the 
Adjustable Pivot Jamb to the wall.
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Step 5	 Installing the Door

Note: Installing the door may be slightly easier with 
another person assisting you.

A. Carefully lift the door and set the bottom Pivot 
Pin into the Pivot Bushing. Holding the Door Panel 
in place, set the Pivot Bushing (Top) over the top 
Pivot Pin (See Figure 6).

B. Lift the top Adjustable 
Pivot Jamb Bracket  
and align the top Pivot 
Pin and Pivot Bushing 
with the hole in the top 
Adjustable Pivot Jamb 
Bracket. Lower the 
Adjustable Pivot Jamb 
Bracket onto the Pivot 
Pin and Pivot Bushing 
and tighten the three top 
screws.

C. Close the door and 
adjust it so that there 
is a 1/8” gap along the 
entire length of the 
door on the strike side. 
Use the 7/16” wrench 
to tighten the Kep Nuts 
at the top and bottom 
of the door, maintaining 
the 1/8” gap.

Note: Once installed, if you find that the door will 
not stay closed, the magnet needs to be turned 
around, as the polarity is reversed. Remove the 
Magnetic Jamb Seal and reinsert it the other way.

Figure 6

Pivot Jamb 
Bracket

Door 
Panel

Pivot Jamb Bracket

Top 
Pivot

Bushing

Step 6 	 Installing the Drop Rail and  
	 Drip Rail Gasket

A. Locate the pre-drilled Drip Rail, Drip Rail Gasket 
and two #6 x 1/4” “B” Point Screws.

B. Measure the Drip Rail and add 1-1/4” to the 
measurement. Using scissors, cut the clear Drip 
Rail Gasket to this length. On one end, along the 
“star” edge, notch the Drip Rail Gasket 1/4”. This 
end will be on the strike side when the Drip Rail 
Gasket is installed (See Figure 7).

C. Slide the “star” edge of the Drip Rail Gasket  
into the channel in the bottom of the Drip Rail and 
pull through. Make sure the notched end is on the 
strike side. 

Figure 7

Inside Shower

Screw

Screw

Drip Rail

Drip Rail Gasket

 
D. Peel the backing off of the two-way tape on 
the Drip Rail. Position the Drip Rail so that one 
end is flush with the Door Bottom Rail on the 
hinge side of the door and 1/2” in from the edge 
of the Pivot Strike Rail with the bottom edge of 
the Drip Rail Gasket just touching the surface of 
the shower sill. Press the Drip Rail onto the Door 
Bottom Rail. 

E. Next, use the 7/64” drill bit and, using the pre-
drilled holes, carefully drill two holes in the Door 
Bottom Rail. Using the two #6 x 1/4” “B” Point 
Screws, secure the Drip Rail with Drip Rail Gasket  
to the Door Panel (See Figure 7).

F. With the Drip Rail attached to the door, adjust 
the Drip Rail Gasket so that 1/4” protrudes from 
the channel on the Pivot Strike Rail side and 1” 
protrudes from the pivot side. Using Pliers, crimp 
the channel at the end nearest the Pivot Strike Rail  
to lock the Drip Rail Gasket into place.
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Step 7	 Installing the Handles

A. Locate the Outside Handle, Inside Handle (with 
holes) and the two #8 x 1-1/2” FH SMS Screws.

B. Use the #8 x 1-1/2” FH SMS Screws to attach 
the Handles to the Pivot Strike Rail. Screw heads 
should be INSIDE the shower.

Step 8	 Installing the Dam Strip

A. Locate the Dam Strip. Do not remove the 
backing from the two-way tape on the Dam Strip  
at this time.

B. From the outside of the shower enclosure 
insert the Dam Strip to meet the Adjustable Pivot 
Jamb Bracket. Cut the other end of the Dam Strip  
straight to fit up against the Fixed Jamb with 
Magnetic Jamb Seal (See Figure 8).

Step 9	 Silicone Sealing the Enclosure

Step 10	 Cleaning the Door Panels and 
	 Shower Unit

Figure 8

Outside Shower

Dam Strip

C. Make sure that the top surface of the shower 
curb is completely clean of oil, dust, debris or 
other contaminants. Peel off the backing on the 
adhesive tape on the bottom of the Dam Strip and 
press it into place on top of the shower sill.

Using a caulking gun and clear silicone, seal inside 
your shower enclosure in the following areas:

If your unit has the benefit of CwShield™ Glass 
Protection, following the detailed maintenance 
instructions below will ensure many years of 
satisfaction.

•	 After each use: Use a small plastic bowl or pitcher 
(a handheld shower sprayer will also work) to 
carefully pour clean water along the top edge 
of the glass in a stream as you move across the 
panel, being careful not to pour the water out 
through any gaps that may exist in the enclosure. 
The majority of the soapy residual water will drain 
off. Use a small hand towel to pat dry the few 
remaining droplets.

•	 Once a month: Each month after use, wet a 
nylon “light scrubber” and go over the wet glass, 
rubbing in a circular motion over all the glass. You 
should feel any “sticky” places return to “slick” 
again. Then carefully pour the water along the top 
edge of the glass in a stream as you move across 
the panel, just as you do after each use.

•	 Never use harsh chemicals, as they will harm the 
CwShield™ Protective Coating.

•	 For units without CwShield™ Glass Protection, 
we recommend cleaning the glass and enclosure 
hardware with a mild, non-abrasive cleaner 
designed for mirror and/or glass. Avoid using 
scouring cleansers as this will scratch and mar the 
beautiful finish on the enclosure.

•	 At the bottom of the Adjustable Pivot Jamb inside 
where the curb and Adjustable Pivot Jamb Bracket 
meet. 

•	 Inside of the shower from the top of the Adjustable 
Pivot Jamb, down to the curb of your opening.

•	 Inside of the shower from the top of the Fixed 
Jamb with Magnetic Jamb Seal, down to the curb 
of your opening.

Note: Silicone sealant must cure before you use your 
new enclosure. Silicone curing will vary. Please follow 
curing instructions on the tube.  
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Thank you for making Cw® a part of your home. 
For additional inspiration and to learn more 
about our extensive line of products, we invite 
you to visit our website at CwDoors.com.


